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Simply the Best
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Indirectly Fired
WATER HEATERS

• LOW STANDBY HEAT LOSS• HEAVY GAUGE STEEL WITH PORCELAIN ENAMEL COATING

• FITTED WITH ONE OR TWO LARGE HEAT EXCHANGERS

• SUPERB QUALITY MEANS LONG SERVICE LIFE• SACRIFICIAL ANODE ROD WITH WEAR INDICATOR



Dual Heat
Exchanger
Models

 1 SacriÞcial anode indicator
 2 Thermometer
 3 Well for upper temperature sensor
 4 Well for lower temperature sensor
 5 Clean-out port
 6 Foam insulation
 7 Cold water inlet
 8 Heat exchanger ports (lower)
 9 Exchanger coil (lower)
 10 Heat exchanger ports (upper)
 11 Exchanger coil (upper)
 12 Hot water outlet

Note:  heat exchangers are  
  steel with porcelain 
  enamel coating.

*  Insulation is partially removable to reduce width to 31.5Ó for clearance purposes

Type  SBB 300 Plus SBB 400 Plus SBB 600 Plus

Contents
Item number

Storage capacity Gal / ltr 80.6 / 305 108.6 / 411 162.9 / 617
Volume of heat exchanger, top Gal / ltr 1.9 / 7.3 2.2 / 8.2 2.5 / 9.6
Volume of heat exchanger, bottom Gal / ltr 2.7 / 10.1 2.9 / 11.3 3.5 / 13.2
Pressure
Working pressure PSI / bar 150 / 10 150 / 10 150 / 10
Tested to pressure PSI / bar 217 / 15 217 / 15 217 / 15
Max. pressure of boiler loop PSI / bar 150 / 10 150 / 10 150 / 10
Temperature
Max. temperature lower loop ¡F / ¡C 203 / 95 203 / 95  203 / 95
Max. temperature of upper loop ¡F / ¡C 203 / 95 203 / 95 203 / 95
Heat exchanger
Surface area heat exchanger top 1705 / 1.1 2015 / 1.3 2945 / 1.9
Surface area heat exchanger bottom  2325 / 1.5 2635 / 1.7 3875 / 2.5
Weights
Tank weight empty lb. / kg 339 / 154 412 / 187 544 / 247
Tank weight full lb. / kg 1,051 / 477 1,362 / 618 1,955 / 887
Other
Standby losses in 24 hours BTU / kWh 6,500 / 1.9 7,500 / 2.2 10,000 / 2.9
Cold/hot water connection    for 1Ó copper pipe with adapters, adapters provided with unit
Dimensions        
Height with insulation   in. / mm 66.1 / 1679
Width with insulation 
Width of insulation 

 in. / mm
 in. / mm

27.55 / 700

SBB 300 Plus, SBB 400 Plus and SBB 600 Plus models
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Technical Data

sq. inch / m2
sq. inch / m2

68.3 / 173572.7 / 1848
36.22 / 920 *29.52 / 750
3.35 / 85 *3 / 75 3 / 75

Stiebel EltronÕs plant in Holzminden, Germany



3” urethane foam 
insulation

Distributed by:

Heat exchanger coil

Sacrificial 
anode rod

Stiebel Eltron Family of Products

Tempra® Tankless

Water Heater
Solar Panels

The Stiebel Eltron SB/SBB series water heaters are

indirectly fired and are equipped with either one

or two large heat exchangers.  The heat

exchangers are heavy gauge steel with porcelain

enamel coating.  Three inches of urethane foam

ensure that hot water stays hot, and standby 

heat loss is minimized.

The models with a single heat exchanger can be 

used in conjunction with any type of hydronic

heating boiler.  The models with dual heat exchangers

can accept input from two heat producing sources

such as a hydronic boiler and a set of solar panels,

for example.

All SB and SBB models can also serve as a

dedicated high-capacity solar storage tank.  Its

energy saving design is perfect for a variety of

uses both residential and commercial.

Stiebel Eltron is a world leader in the development

of advanced water heating technology.  We

have pursued engineering excellence and high

quality over a period of several decades.

DHC Tankless 

Electric Water 

Heaters

Mini™ Tankless 

Electric Water 

Heaters
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SB, SBB, SBB PLUS
INDIRECTLY FIRED WATER HEATERS


